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Pursuant to F&G Code Section 3004.5, the listed projectiles or ammunition are certified
as containing 1% or less of lead and may be used for the take of various wildlife

species in California. It is the responsibility of the hunter to verify that the individual
projectile or ammunition is compliant with the method of take regulations for the

individual species or species group.
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Shooters and hunters have always had to choose between 
precision ammunition and hunting ammunition. Not anymore! Fort 
Scott Munitions™ lead-free rifle ammo features a monolithic bullet 
that is CNC machined from solid copper.

This non-toxic ammo retains over 95% bullet mass. The solid 
copper bullet is engineered to Tumble Upon Impact™ upon 
entering soft tissue. This creates severe internal damage and 
tremendous hydrostatic shock.

When you need rifle ammunition that will put your quarry down 
cleanly and still shoot bug holes at the range, Fort Scott Munitons
™ premium solid copper rifle ammunition is the obvious choice.



OX

380-095-SCV

95 GRAIN
OAL: .5615”
COAL: .980”

380ACP

9MM-125-SCVSS

125 GRAIN
OAL: .7595”
COAL: 1.165”

9MM
™MUNITIONSUB

10MM-124-SCV

124 GRAIN
OAL: .5465”
COAL: 1.250”

10MM

38+P-081-SCV

81 GRAIN
OAL: .5502”
COAL: 1.550”

38SPECIAL+P

400-125-SCV

125 GRAIN
OAL: .547”
COAL: 1.125”

40S&W
450-180-SCV

180 GRAIN
OAL: .616”
COAL: 1.210”

45ACP
450-180-SCV1

200 GRAIN
OAL: .752”
COAL: 1.605”

44MAG

9MM-080-SCV

80 GRAIN
OAL: .547”
COAL: 1.165”

9MM
LUGER

9MM-115-SCV

115 GRAIN
OAL: .547”
COAL: 1.165”

9MM
LUGER

9MM-080-SCVNIC

80 GRAIN
OAL: .547”
COAL: 1.165”

9MM NICKEL
LUGER

357SIG-095-SCV

95 GRAIN
OAL: .5615”
COAL: 1.135”

357SIG

9MM-080-SCVTPD

80 GRAIN
OAL: .547”
COAL: 1.165”

9MM TPD
LUGER

CARTRIDGE DESIGNATION CALIBER

 

380-095-SCV 380ACP 95GR TUI™ <1% Tumble Upon Impact™ Design 

9MM-125-SCVSS 9MM LUGER 125GR SUBSONIC™ <1% Tumble Upon Impact™ Design

10MM-124-SCV 10MM 124GR TUI™ <1% Tumble Upon Impact™ Design

38+P-081-SCV 38 SPECIAL+P 81GR TUI™ <1% Tumble Upon Impact™ Design

357SIG-095-SCV 357SIG 95GR TUI™ <1% Tumble Upon Impact™ Design 

357MAG-125-SCV 357 MAGNUM 125GR TUI™ <1% Tumble Upon Impact™ Design 

9MM-080-SCV 9MM LUGER 80GR TUI™ <1% Tumble Upon Impact™ Design 

9MM-080-SCVTPD 9MM LUGER 80GR TUI™ <1% Tumble Upon Impact™ Design 

9MM-080-SCVNIC 9MM LUGER 80GR TUI™ <1% Tumble Upon Impact™ Design 

9MM-115-SCV 9MM LUGER 115GR TUI™ <1% Tumble Upon Impact™ Design 

400-125-SCV 40S&W 125GR TUI™ <1% Tumble Upon Impact™ Design

450-180-SCV 45ACP 180GR TUI™ <1% Tumble Upon Impact™ Design

44MAG-200-SCV1 44MAG 200GR TUI™ <1% Tumble Upon Impact™ Design

% LEAD CONTENT UNIQUE IDENTIFYING CHARACTERISTICS

357MAG-125-SCV

125 GRAIN
OAL: .685”
COAL:1.585”

357MAG



 

223-055-SCV  

556-055-SCV  

556-062-SCV1  

300-115-SCV  

 

223REM 55GR SCS TUI™

5.56NATO 55GR TUI™

5.56NATO 62GR TUI™

300AAC BLACKOUT 115GR TUI™

300-190-SCV1SS 300AAC BLK 190GR SUBSONIC TUI™

CARTRIDGE DESIGNATION CALIBER

223-055-SCV

55 GRAIN
OAL: .868”
COAL: 2.255”

 223REM
300-115-SCV

115 GRAIN
OAL: 1.032”
COAL: 2.036”

300AAC
BLACKOUT

556-062-SCV1

62 GRAIN
OAL: .990”
COAL: 2.255”

556-055-SCV

55 GRAIN
OAL: .868”
COAL: 2.255”

308-168-SCV

308

168 GRAIN
OAL: 1.424”
COAL: 2.780”

300-190-SCV1SS

190 GRAIN
OAL: 1.6125”
COAL: 2.250”

300BLK
™MUNITIONSUB

65CM-123-SCV1-1

123 GRAIN
OAL: 1.300”
COAL: 2.800”

 6.5
CREEDMOOR

65GR-123-SCV

123 GRAIN
OAL: 1.4015”
COAL: 2.255”

 6.5GRENDEL

7MM08-120-SCV1

120 GRAIN
OAL: 1.2335”
COAL: 2.780”

 7MM-08

4570-300-SCV1

300 GRAIN
OAL: .9520”
COAL: 2.525”

 45-70 GOV’T
450BM-250-SCV1

250 GRAIN
OAL: .866”
COAL: 2.255”

 450 BUSHMASTER

<1%

<1%

<1%

<1%

<1%

% LEAD CONTENT

Tumble Upon Impact™ Design 

7MM08-120-SCV1 7MM-08 120GR TUI™ <1% Tumble Upon Impact™ Design 

6.5CM-123-SCV1-1 6.5 CREEDMOOR 123GR TUI™ <1% Tumble Upon Impact™  Design

6.5GR-123-SCV 6.5 GRENDEL 123GR TUI™ <1% Tumble Upon Impact™  Design

<1% Tumble Upon Impact™ Design 450BM-250-SCV1 450 BUSHMASTER 250GR TUI™

4570-300-SCV1 45-70 GOVERNMENT 300GR TUI™ <1% Tumble Upon Impact™ Design 

Tumble Upon Impact™ Design 

Tumble Upon Impact™ Design 

Tumble Upon Impact™ Design 

Tumble Upon Impact™ Design 

308-168-SCV 308WIN 168GR TUI™ <1% Tumble Upon Impact™ Design 

7.62x39-117-SCV 7.62x39 117GR TUI™ <1% Tumble Upon Impact™ Design 

UNIQUE IDENTIFYING CHARACTERISTICS

7.62X39-117-SCV

7.62x39

117 GRAIN
OAL: 1.032”
COAL: 2.185”


